










Suspension system components  
CS-600 NR

System advantages

l	Assembly apertures on bearing components

l	No external screws or dirt collecting edges – easy cleaning

l	Fast mounting by clamping to the support tubes

l	All components vibration protected

l	Load bearing capacity 600 N at 1 m

l	Material 1.4305

l	IP66 / NEMA 4x rated protection

l	Diverse range of components for unlimited  
	 combination options

Product description

The CS-600 NR suspension system has been specifically  
developed for mounting control enclosures in hygienic  
areas in the food and pharmaceutical industries.

The CS-600 NR makes it possible to mount units at 
an angle without the need for expensive especially 
shaped support tubes.

The user can build up the modular suspension system  
easily and flexibly from individual components available  
from stock.
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*Cable lead through

The different suspension system components provide varied amounts of  
space with cable lead throughs. The dimensioned openings at the narrowest  
point within the components are specified above.

Load bearing capacity 600 N at 1 m

Article Size in mm Article number Weight Image Cable leadthrough* Application 
example

Standard front 
door – attached 
on right, at top for 
suspension system

1

CC-800  
control enclosure 
prepared for  
suspension system  
CS-600 NR

310 x 300 x 180 180.1.4210.00

410 x 350 x 180 180.1.4220.00

410 x 400 x 180 180.1.4230.00

510 x 400 x 180 180.1.4240.00

610 x 550 x 250 180.1.4250.00

2 Coupling for  
attaching enclosure

53

101.4.0501.00 2.2 kg

Angled coupling for 
attaching enclosure

53

41
.5

3 101.4.0502.00 6.5 kg

101.4.0507.00

47

50
.84 Angle joint 4.4 kg

53

49

5 Wall joint 101.4.0505.00 15.9 kg

Rotary base socket, 
internal mounting

53

 6 101.4.0515.00 6.0 kg

7 Rotary base socket, 
external mounting

53

101.4.0504.00 5.7 kg

53

Base socket /wall flange 101.4.0503.00 3.7 kg

Attachment joint, 
internal mounting

53

49

101.4.0516.00 12.9 kg

Attachment joint, 
external mounting

53

49

101.4.0506.00 13.5 kg

8

Support tubes,  
60.3 mm outside  
diameter, wall thick-
ness 3.6 mm
Straight tubes

250 mm
500 mm
750 mm
1000 mm
1250 mm
1500 mm

952.3.0010.00
952.3.0020.00
952.3.0030.00
952.3.0040.00
952.3.0050.00
952.3.0060.00

1.2 kg
2.5 kg
3.5 kg
4.6 kg
6.2 kg
7.2 kg
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Switch technology – 
Economy meets safety

Sensor technology –
Compact intelligence

Enclosure technology –
Function and design 

Contact

International Headquarters 
BERNSTEIN AG
Tieloser Weg 6
D-32457 Porta Westfalica
Tel.	 +49 571 793-0
Fax	 +49 571 793-555
info@de.bernstein.eu
www.bernstein.eu 

Denmark
BERNSTEIN A/S
Tel.	 +45 7020 0522
Fax	 +45 7020 0177
info@dk.bernstein.eu

France  
BERNSTEIN S.A.R.L.
Tel.	 +33 1 64 66 32 50
Fax	 +33 1 64 66 10 02
info@fr.bernstein.eu

Netherlands
BERNSTEIN BV
Tel.	 +31 314 366088
Fax	 +31 314 361256
info@nl.bernstein.eu

Italy  
BERNSTEIN S.r.l.
Tel.	 +39 035 4549037
Fax	 +39 035 4549647
info@it.bernstein.eu

 

United Kingdom 
BERNSTEIN Ltd.
Tel.	 +44 1922 744999
Fax	 +44 1922 457555
info@uk.bernstein.eu

Austria
BERNSTEIN GmbH
Tel.	 +43 2256 62070-0
Fax	 +43 2256 62618
info@at.bernstein.eu

Switzerland 
BERNSTEIN (Schweiz) AG
Tel.	 +41 44 775 71-71
Fax	 +41 44 775 71-72
info@ch.bernstein.eu

China  
BERNSTEIN Safe Solutions
(Taicang) Co., Ltd.
Tel.	 +86 512 81608180
Fax	 +86 512 81608181
info@bernstein-safesolutions.cn

Hungary
BERNSTEIN Kft.
Tel.	 +36 1 4342295
Fax	 +36 1 4342299
info@hu.bernstein.eu

Service Hotlines:
Products:	 +49 571 793-3000
Orders:  	 +49 571 793-3010


